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291
Plug, plain, ISO/EN T8

ST ... these types of fittings are made from steel (galvanised finish = electroplated) and not suit-
able for drinking water installations. Steel parts are made solid. 

EN Dim.
(inch)

Black
Part No.

Galvanised
Part No.

SP GP b
(mm)

s
(mm)

ST • 1∕8 770 291 101 770 291 201 10 100 16 7
ST • 1∕4 770 291 102 770 291 202 10 100 18 8
ST • 3∕8 770 291 103 770 291 203 10 100 20 10

• 1∕2 770 291 104 770 291 204 10 200 24 11
• 3∕4 770 291 105 770 291 205 10 100 26 17
• 1 770 291 106 770 291 206 10 60 33 19
• 1 1∕4 770 291 107 770 291 207 0 80 36 22
• 1 1∕2 770 291 108 770 291 208 0 70 37 22
• 2 770 291 109 770 291 209 0 50 44 27
• 2 1∕2 770 291 110 770 291 210 0 25 52 32
• 3 770 291 111 770 291 211 0 20 59 36
• 4 770 291 112 770 291 212 0 10 66 41

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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